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— SAFETY TAPES

Barricade Tape

] 3 MIL - Non-Adhesive Polyethylene Film Designed to protect & identify
fa V. both above & below ground hazardous areas or elements such as
R g construction sites & utility lines.

A P Complies with OSHA regulations 1910.22 and 1920.144.
<
Cat. # Bac:(:ground- Legend Size
olor

118423 yellow “Caution” 3” X 1000’

102744 yellow “Wet Paint” 3” X 300’
BT-8 yellow “Caution Do Not Enter” 3” X 1000’
BT-13 yellow “Caution Keep Out’ 3” X 1000’
BT-14 yellow “Ca:ution Men Working” 3” X 1000
BT-16 yellow “Caution No Parking” 3” X 1000’

Vinyl Flagging Tape

Non-adhesive vinyl tape excellent for marking hazards, boundaries,
trees, survey markers Cat. #

(o] ] Size
VST-4 orange 1-3/16” X 300’
VST-1 red 1-3/16” X 300’
VST-2 blue 1-3/16” X 300’
VST-5 yellow 1-3/16” X 300’
VST-3 white 1-3/16” X 300’
VST-4 orange 1-3/16” X 300’
VST-6 green 1-3/16” X 300’
VST-17 Fluorescent pink 1-3/16” X 300’
VST-18 | Fluorescent orange 1-3/16” X 300’
VST-19 Fluorescent lime 1-3/16” X 300’
VST-20 Fluorescent red 1-3/16” X 300’

6.6 mil SPVC film Floor Marking Tape

\ 6.6 mil SPVC film Warning Stripe tape for lane marking and identification of
i ' safety zones and hazard areas. Abrasion-resistant, UV resistant, non-
| i) corrosive natural rubber adhesive. Resistant to acids, alkalides, oils, mois-
(4 Shwtwﬁig ture, humidity, corrosion and UV. Meets OSHA color coding requirements
Cat. # Color Size
202700 Black / Yel 2” X 36yds’
202701 Black / Yel 3” X 36yds’
202702 Black/White 2” X 36yds’
202703 Black/White 3’ X 36yds’
202704 Red/White 2” X 36yds’
202705 Red/White 3” X 36yds’

CALL TAPEGIANT TODAY!  360-319-5577




